INSTALLATION INSTRUCTIONS

I N STAL LAT'O N FOR 547841 ECONOMIZERS USED WITH

R4GA/GC 024-060 PA4SA/SC Q4SA/SC 036-060 UNITS

lNSTRUCTION Horizontal 508A-0298

A Recognize this symbol as an indication of Important Safety Information!

547841 Economizer is used with R4GA/GC 024-060 P4SA/SC Q4SA/SC 036-060 units for automatic sensor-controlied
introduction of outdoor air into the system through an electro-mechanically controlied damper.

STEP 1:
Check for correct number of parts. See list below. N ADAPTOR PANEL

1 - Economizer Assembly w/ Filter

1 - Adaptor Panels (Attached to Economizer)
1 - Wiring Diagram Sticker

1 - Barometric Relief Hood

10 - #O0x16x%TypeA

BAROMETRIC RELIEF HOOD/

CONTROL AND FILTER ACCESS

CTRICAL ACCESS PANEL
y ECONOMIZER WIRE HARNESS ROUTING

‘RETURN ACCESS PANEL

WARNING:
Disconnect electrical power to the unit. Failure to do so can cause electrical shock resulting in personal injury or

STEP 2:
Remove the Electrical access panel.

STEP 3:
Re_move the unit top panel by unscrewing and rotating the section over the compressor. Caution watch the cable between
unit and compressor fan motor.

STEP 4:
Route the wire hamess through dividerwalls prepunched hole and then over divider wall were existing wires are located.
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INSTRUCTION | Rech/ce oo Pisase Q4SA/SC 036-060 UNITS

ECONOMIZER DUCT CONNECTI

UNIT RETURN DUCT CONNECTIO

STEP 5:
Shide Economizer over horizontal return opening of the unit. Secure Economizer using the screws that where provided.

STEP 6:
Move the unit top panel back in place and secure with the screws removed in Step 3.

STEP7:
Aftach and seal weather tight retum duct to Economizer.

STEP 8:
K the barometric relief is to be installed cut a 10" x 20" hole in the retum air duct near Economizer.

STEP 9:
Secure barometric relief damper near Economizer over hole in retum air duct using (4) screws provided.

STEP 10:
Place the adhesive backed wiring diagram on the electrical access panel by the unit diagram.
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BAROMETRIC RELIEF

STEP 11:
Take the Economizer plug and connect to unit Economizer plug and replace electrical access panel.

STEP 12:
Turn power back on to the unit. See the enclosed Honeywell® specification data for operation and check out.

UNIT ECONOMIZER PLUG

MARCH 18, 1999 NEIHEO6



C7150C

AIR CONDITIONING UNIT

HARNESS DETAIL COMPONENT CODE WIRE COLOR CODE
E# = WIRE END DESIGNATION C7400A Fresh Air Sensor
E2 STUD #6 18 Ga. Wire M7415A Damper Actuator 24v BLK Black BLU Blue
E3 Female ¥, Quick Disc. C7150C Mixed Air Sensor GRN Grean GRY Gray
€4 Male ¥, Quick Disc. insul WT459A Logic Module ORN Orange RED Red
€8 Wire Nut Size 738 P1 Economizer Plug VIO Violet  YEL Yellow
E7 Raw End s1 Unit Economizer Plug
€s Female %, Quick Disc. HARNESS |T18-11 Terminal Board
ENDS AT P1
—/
WT7459A T8-11 M74 15A
THERMOSTAT d-N—oan-12- =
j‘ﬁ_ BLK-12" 3 ™
| [r|ewi| c]vijrz <0 0
RED-12" WHE
RED-12" &
BLK-12" —-$—-CI M.
BtK-12° W pot.

* CONNECTOR & CONTACT CONFIGURATION
P1 - (303903) PLUG & (303913) SOCKET

1. Unit wiring shown as reference only. Check unit wiring for actual unit wiring.
2. Y2 must be energized for the compressor to operate during economizer operation.
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